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Abstract — A wireless sensor network (WSN) is a collection of many tiny wireless sensor 
nodes which keep collecting various physical phenomena related data from their 
surrounding areas, where they are deployed and the same is sent towards the gateway. 
Different and many pieces of information, such as the occurrence of an event in the field and 
associated statistical values are computed from the collected data by these nodes. This data 
needs to be provided to authenticated end users, who are also remotely located, without any 
delays. This work presents an experimental WSN set up making use of accelerometer 
sensors and the experimental results of the same are presented. This work also presents the 
underlying XMesh routing protocol and an analysis of the its usage in the experimental set 
up is also provided. 



Index Terms — WSN, accelerometer, routing 



L Introduction 

Wireless sensor network (WSN) technology can be used to track and monitor various events in remote and 
hazardous areas [1],[2],[3]. A WSN consists of many nodes with limited resources and the nodes are used to 
carry out measurements of various physical phenomena related parameters of their surroundings and transmit 
the same towards the base station (BS). The nodes are deployed randomly in outdoor applications [4], [5], [6]. 
As the tiny nodes are deployed in remote areas, the resource constraints of the nodes such as limited 
computational capabilities and limited energy available with the nodes, make the design of WSN protocols a 
difficult task. In order to meet the requirements of various WSN applications, many routing and MAC layer 
protocols are proposed in the literature [7], [8]. 

In WSNs, the data is collected by each of the sensor nodes and the same is forwarded towards the gate way 
node. The gateway node connects the WSN to wireless /wired computer network. The gateway node, in turn, 
is connected the BS. A server which is connected to the BS using the Internet and the server is used to 
monitor and to control the data flow in the network. The same server stores the data from the network and the 
same is made available to the authenticated remote users through the Internet. The node tier comprises of all 
the WSN nodes deployed in the field. The IEEE 802.15.4 MAC protocol is used for communication among 
the nodes and the gateway node. A portable Raspberry Pi based computer board [9], powered by 5V/700mA 
power supply is connected to the gateway node. This board is Linux operating system platform and hosts a 
lightweight web server. This board also stores the data sent by the gateway node. The most recent data is 
made available to remote users through the web interface. The Raspberry Pi board is connected to 802.1 In 
Wi-Fi module using USB port provides connectivity to the wireless local area network (WLAN). Further, it 
is connected to the Internet through wired local area network (LAN) and a proxy server. An authenticated 
remote user can access the data through the web interface of the Raspberry-Pi board. The data is also sent to 
the server equipped with a data logger along with a data parsing and a naming server. The clients receive the 
parsed data. The clients use their graphical user interface (GUI) to present the data and its analysis can be 
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carried out. This work considers an event monitoring WSN application. The WSN application comprises of a 
static network with of static sensor nodes acting as relay nodes and mobile sensor nodes. XMesh [10], a 
dynamic multi-hop routing protocol is used. Various static nodes are connected to the gateway node. The 
mobile node sends its data to one of the nearby static nodes and the same is forwarded to the gateway node 
using the network formed by the static nodes. The static nodes receive the data from a mobile node and relay 
the same towards the BS. Further, this data is made available to the remote users through the BS. Analysis of 
this data is carried out using the Moteview GUI. The Raspberry Pi board facilitates in forwarding the data 
from the WSN to a remote user. An inexpensive Raspberry Pi board facilitates the data in the WSN to be 
made available on the Internet without requiring any dedicated computer system near the BS. This makes the 
concept of Internet of things (IoT) [11] easily realizable in an inexpensive manner. The remaining portion of 
the paper is organized as follows: The XMesh routing protocol is presented in section II. The hardware used 
in the experimental set up of WSN application is given in section HI. The experimental setup is given in 
section IV, the experimental results are analysed in section V and the final section concludes the paper. 

n. Xmesh Protocol 

The network comprises of many WSN nodes. The nodes organize themselves and form a network making 
use of XMesh routing protocol. The XMesh protocol is an ad hoc, multi-hop routing protocol for WSNs 
[12], [13]. A WSN consists of many nodes and a BS. XMesh is self-healable and self-sustainable protocol, 
which supports dynamic addition and deletion of nodes at any instance [14]. XMesh uses mesh topology [15] 
using which nodes forward the data and establish an optimal multi-hop end-to-end path. Various routing 
paths are determined based on the link quality [16], which is computed by a receiving node using equation 
(1). 

No. of Recveived Messages 

Link Quality = (1) 

No. of Expected Messages 

The number of messages expected is extracted by tracking the sequence number of the message from a 
neighbouring mote. The link quality parameter is updat periodically A route from a parent node to a sink 
node is selected eliminating bad links. The multi-hop routing [17] supported by the XMesh protocol 
guarantees end-to-end connectivity and reduces the energy cost of a message transmission. The RouteSelect 
interface of the protocol selects an efficient route and the RouteControl interface monitors the route quality 
and alters the route state update interval. The Xmesh protocol can be programmed to operate in any of the 
three power modes: high power (HP), low power (LP) and extended low power (ELP). In both the HP and LP 
modes, all of the multi-hop mesh networking capabilities are enabled, while in ELP mode the nodes can not 
route the data and is connected to the gateway using single hop alone. The communication latency in LP 
mode is more as the devices on board are to conserve the limited battery energy. In the LP mode the status 
indication LEDs are turned off. The operating mode can be selected at the time of programming the node 
prior to deployment. For example, to force extended low power routing on the iris node, make command is: 
make iris route, elp 

The application programs are developed using nesC. The BS uses the interfaces supported by the XMesh. 
The application code of the nodes differs from node to node as the nodes such as XMDA100, XMTS300, 
XMTS500 differ as these have different sensor types. Various time critical operations are written in the 
atomic section of the nesC application code, which can not be interrupted to avoid instability caused due to 
overwriting of the global variables. Further, when the timer is fired, sensor type data are measured. Various 
asynchronous events, such as, ADC data ready are implemented and the respective getData() function is 
called as and when an event happens. While transmitting a message along with the data, additional 
parameters like the node id, packet id and parent id are also transmitted. The RouteControl interface provides 
parent id. The Send interface selects the route and transmit the message. The XCommand interface handles 
the broadcast messages. For different commands like SETRATE, SLEEP, WAKEUP, appropriate actions are 
initiated. The application code for the BS forwards the packet for any XMesh application and inject 
XCommand packets into the network. The following command is used to build the BS application code on 
iris platform to operate 2.480 GHz frequency: make iris base freq,2.480 

III. Wsn Hardware 

This work uses the IRIS sensor node with MTS400 sensor board. The MTS400 sensor board is installed on 
the mobile sensor node. This sensor board supports two-axis accelerometer which can be used for motion 
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detection. Also, the sensor board supports other sensor types humidity, temperature and light sensor to 
capture the surrounding environment. 

The IRIS node comprises of Atmel's AT1281 micro-controller, AT86RF230 transceiver based on IEEE 
802.15.4 and it is Zigbee compliant radio [18]. The node's RF transceiver can be tuned to different frequency 
channels in the ISM band 2.405 GHz to 2.48 GHz, with each separated by 5 MHz supporting 16 channels. 
The radio distance can be altered by varying the transmission power of the node from 3 dBm to -17.2 dBm. 
The IRIS node has 4 KB RAM and 128 KB flash memory to store the data and configuration parameters and 
other protocols. Tabel I provides the characteristics of the sensor board in MTS400 and Table II provides the 
IRIS mote specifications. The IRIS node also contains external 512 KB flash memory to support On The Air 
Programming (OTAP) [19] using which the node can be programmed post deployment. The programming 
board, MIB 520, is connected to one of the USB ports in the computer to program IRIS node. This board has 
an on-board ATMegal6 controller to program the node. TinyOS operating system is to be installed on the 
computer which is used to program the nodes and connect the programming board to the computer. The 
TinyOS image along with the application code is downloaded to the node through the ATMegal6 controller 
on the programming board. In order to support the programming feature using USB ports, FTDI USB Virtual 
COM port drivers need to be installed first. 



Table I Characteristics of the sensor board- MTS400 [18] 



S elisor type 


Specification 


Temperature 


Accuracy: ±2°C' 
Range: — 40° C to 80° C 


Light sensor 


ON resistance (white light) lOA'f? 
OFF Resistance 520 A O 


Pressure 


Accuracy: ±3.5 

Range: 300 to 110 mbar 


Accelerometer 


Range: ±'2G [G = 9.81 m/s*) 
Sensitivity: 1G7 mV/G 



Table II IRIS mote specifications [21] 



Parameter 


Value 


RAM 


S KB 


ROM 


128 KB 


Clock Frequency 


7.37 MHz 


Supply voltage 


2.7 to 3 V 


TX Power 


-17 to 3 dBm 


TX current consumption 


16 mA 


RX current consumption 


15 mA 



The object under observation is tied with a node with MTS400 sensor board. The accelerometer sensor 
present on the board is used to track motion detection. Initially, the two axis accelerometer on the sensor 
board needs to be calibrated in order to detect the object movement with reduced error. The accelerometer is 
calibrated with respect to acceleration due to gravity (g =9.82 m/s 2 ) [21]. Towards this calibration, the X- 
axis of the accelerometer is directed towards the earth surface in a perpendicular manner and the reading of 
the accelerometer is noted down as +1g. The reading of accelerometer, when directed away from the surface 
of the earth is taken as -1 g. 

The same procedure is followed for the Y-axis calibration as well. Further, the readings obtained by both the 
axes of the accelerometer (acCx, acCy) are converted into the magnitude and angular values for the purpose 
of analysis. The magnitude (M) and angular (0) are computed using equation (2). 



M = J(accx) 2 + (accy) 2 

_, ( accy 
9 = tan 1 

\ accx 



30 



IV. Experimental Set Up 

The IRIS sensor motes configured with XMesh protocol are deployed in the area under observation as given 
in Fig. 1. The deployed nodes are not in line of sight with the gateway. Multi-hop paths are established 
during the initial stage. After the network topology gets stabilised, the same is ready to monitor various 
events within the range of the network nodes. The object to be tracked is attached with a sensor node, which 
is capable of measuring two-axis acceleration, temperature, humidity and light conditions of the 
surroundings. If the node is in the radio range of the gateway device, it sends the data directly to the gateway. 
Otherwise, the mobile node attempts to establish a multi-hop path with the gateway through one of the 
neighbouring static nodes of the network. The mobile node is made to move along within the area of the 
network. The mobile node broadcasts its sensed data periodically. This data is collected by one of the 
neighbouring nodes of the network and the same is forwarded towards the gateway. This data is analysed 
with the Moteview software. The data is also sent to the Raspberry Pi board to facilitate access to the data to 
various authenticated users via the Internet. 



V. Experimental Results 

Moteview is used to carry out the data analysis of the WSN. In this section, the experimental analysis using 
WSN hardware is presented. The XMesh protocol supports multi-hop routing to conserve the energy of nodes 
and to provide guaranteed connectivity between sensor motes and the gateway. To verify multi-hop routing 
capability of the XMesh protocol, initially all the nodes are brought nearer to gateway. Then, the node 4 is 
moved away from the gateway about > 30m in indoor conditions. Fig. 2 and Fig.3 show multi-hop 
connectivity. Now, node 3 is the parent node for the node 4. If two nodes are kept sufficiently long distance 
away from the gateway (node4 : 30m, node2 : 50m), a child node takes a total of three hops to get connected 
to the gateway. This experiment proves the reliability and the robustness of the XMesh protocol. But the 
time required to update the topology is on an average 1 minute. During this time any data collected cannot be 
forwarded to the gateway immediately. 

The persistence of data collection from the mobile node depends on the robustness of routing protocol among 
the static sensor nodes. The response of XMesh routing protocol to the node failure is analysed by turning off 



Gateway 




Figure 1: Wireless sensor network deployment [21] 
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the critical node in the topology. Fig. 4 shows the network topology prior to turning off of the critical node. 
XMesh protocol is a dynamic routing protocol and hence parent nodes are altered frequently based on the 
link quality parameter. Based on the present topology, the gateway sends a command to the parent node 
having more number of child nodes to perform the data aggregation. 




Figure 2: Multi-hop routing in WSN (two hops) [18] 
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Figure 3: Mulit-hop routing in WSN (3 hops) [18] 




Figure 4: Faulty node detection in Moteview [18] 




Figure 5: WSN multi-hop topology with node-3 disconnected [18] 



32 



Fig. 5 shows the topology when all the nodes except node 3 are active. XCommand interface provided by 
XMesh protocol is used to meet this purpose. After receiving the XCommand from the gateway, the parent 
node intercepts the data it is forwarding from its child nodes. The intercept ) interface of the XMesh protocol 
is used instead of the Receive( ) interface. The change in parent node of the mobile node with respect to time 
is plotted in Fig. 6. 

The change in parent node with Time 

7 I 1 1 1 1 1 1 ! 1 1 

Node 3 




_1 I i i i i i i i i 

100 233 300 4C3 500 8C3 700 800 900 

Time (seconds* 

Figure 6: Update in parent node with respect to time 

When the mobile node is not in the radio range it gets connected to the gateway through other mobile nodes. 
From the graph it can be seen that for most of the time the node is able to send the data to the gateway, even 
though it is not in its radio range. In this way, the area under surveillance is expanded without increasing the 
transmission power level. The feasibility of the network consisting of all the mobile sensor nodes with 
dynamic routing protocol is tested with the motion detection WSN application. The sensor board (MTS400) 
consist of two-axis accelerometer to detect the motion of the mobile node. The raw accelerometer data in x- 
axis direction and y-axis direction is plotted in figure 8. The sensor on the mobile node collects the data after 
every 8 seconds. The delay in the samples is due to the time required to update the topology. 

A. Energy consumption analysis 

The static nodes deployed in the network make use of XMesh protocol for routing the data towards the BS. 
XMesh can be operated in high power (hp) or low power (lp) mode as discussed in the section H The energy 
consumption analysis for the HP and LP modes is given in Table IE. 



Table III Energy consumption analysis [21] 



Routing 
Mode 


Depletion in 
voltage level of the node 
pei lioui 


High power 


42.9 mV 


Low power 


1.33 mV 



The sampling rate and hence packet transmission rate is kept same for both the modes of routing (2seconds). 
In low power routing, the energy is conserved by reducing the channel listening period of the transceiver. 
The conservation of energy in the case of low power mode takes the cost of latency in topology formation 
and its update. When the nodes are moving in the area under surveillance, some of the nodes are not in the 
radio range of the gateway. In such a scenario, the data collected by the remote nodes are forwarded to the 
gateway through the nodes which are present in the radio range of the gateway at that point of time. The 
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parent node of each of the mobile node changes time to time. When at least one node is in the range of the 
gateway the data from all the mobile nodes can be gathered. The change in topology is analysed in Moteview 
software and the update in topology is presented in Fig. 7. 




(c) Topology 3 (d) Topology 4 

Figure 7: Update in topology 

The movement of the mobile node is tracked by using its accelerometer readings. The raw accelerometer 
readings received by the gateway are shown in Fig. 8. When the mobile node is not in the range of the 
gateway, it passes the data by selecting the parent node from the nearby static nodes present in its 
communication range. Sometimes, the delay caused by the parent selection process causes certain amount of 
data loss, and the same is depicted in Fig. 8. From the magnitude and angle of the acceleration graphs the 
sudden movement and change in direction of the mobile object can be detected. The calibrated data is plotted 
in Fig. 9. The calibrated data is represented in terms of mg. The sensor can detect the magnitude values form 
+lg to -lg and the angle in the range of -90° to +90°. The peaks in the magnitude graph show the sudden 
movement of the object and from the angle graph the direction of the motion can be detected. Using the 
magnitude and angle values calculated, the motion of the mobile object is traced. The calibrated 
accelerometer data, in terms of acceleration due to gravity is shown in Fig. 9c. The magnitude calculation 
assists in detecting sudden movements of the mobile node. 
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(a) Accelerorneter raw data (x-axis) 

Raw x-a» s acceleration data of mobile node 
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(b) Accelerometer raw data (y-axis) 

Figure 8: Accelerometer raw data 

VI. Conclusion 

In this paper, an experimental WSN set up has been considered. The WSN setup, with the multi-hop routing 
protocol is discussed. An experimental analysis is carried out in this work, proves the feasibility of the 
proposed WSN architecture in real world applications. The depletion in the battery voltage level of a node 
corresponding to different operating modes of the Xmesh is given. The low power mode can be chosen when 
the object is moving slowly. When a node is made to operate its Xmesh in high power mode, the node 
depletes its energy sooner. To overcome this, data aggregation can be used. The data from the mobile node is 
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(a) Topology 1 



(b) Topology 




(c) Topology 3 



(d) Topology 4 



Figure 9: Calibrated acceleration values 

made available to the gateway, even when the mobile node is not in the radio range of the gateway. However, 
it has been observed that the process selecting the parent by the mobile node causes latency and consequently 
results certain data loss. 
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